
AMSCO® HEIGHT ADJUSTABLE TRANSFER CARRIAGE FOR
AMSCO® EAGLE® 3017 100% EO STERILIZER/AERATOR

Typical only - some details may vary.
APPLICATION

The Amsco Height Adjustable Transfer Carriage is a hydrau-
lically operated device designed to assist in loading and 
unloading Amsco Eagle 3017 100% EO Sterilizer/Aerators. 
The carriage can also be used when loading and unloading 
EO Aerators. The carriage’s platform is adjustable to various 
heights and is equipped with free rolling wheels allowing 
smooth transfer of goods to and from the processing area.

FEATURES

Adjustable height platform accommodates up to two 
stacked wire baskets, each 15-1/2" (394 mm) wide x 7" 
(178 mm) high x 31-1/2" (800 mm) long. The platform can 
bear weight of up to 200 pounds (91 kg). Platform height is 
adjustable from a minimum of 10-3/8" (264 mm) to a maxi-
mum of 52" (1321 mm).

Carriage features a foot operated lift pedal and hydraulic 
pump for raising platform. Platform lift time is approximately 
4' (1.2 m) in 30 seconds. A foot operated release pedal 
allows the platform to lower. The amount of pressure applied 
to the release pedal controls the speed of descent.

A foot operated floor lock prevents carriage from rolling 
during loading and unloading procedures.

CONSTRUCTION

The carriage is made with an all-welded steel frame. The 
platform is constructed of stainless steel.  

STANDARDS

Transfer carriage conforms to ASME B56.10 - 1992.
ENGINEERING DATA

Maximum Load Capacity: 200 lbs (91 kg)

CUSTOMER IS RESPONSIBLE FOR COMPLIANCE WITH 
APPLICABLE LOCAL AND NATIONAL CODES AND 
REGULATIONS.
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